PART NUMBER
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Electrical Data

REV.

DATE COMMENTS

INITIAL

RoHS Compliant

[H Konnect RF "¢ ¢, 88945,

Impedance 50 Q
Frequency Range DC - 18 GHz
Contact Current DC 2.0A max 0.368 (9.35)
Working Volatage 750V . — ’ )
Insertion Loss 0.05{ (GHz)dB 1/4-36UNS-2A ~4-Stakin S PCB EDGE] 0.169 (4.9)
Contact Resistance N = 0.071 (1.8
Center 3.0mQ g
Quter 2.5 mQ S =
Insulation Resistance 5,000 MQ min I Ng +——H - D &5
VSWR < 1.15+0.02f(GHz) b 3C — & _;’19 <
RF Leakage -60dBm min. between 2-3GHz 1 2 < \J 2
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g S< ] [ S
Mechanical Data g wog
0.063 g g -
d A
Coupling Nut Torque 12Ncm-140Ncm 0187 (4.75) (1.6) g © = \44
Coupling Nut Retention Force ~ 2200N 0.374 (9.5) 0.150 (3.89) 0.032(0.8)| [, 0.193(4.9) | 10.032(0.8)
Life 500 matings 0.524 (13.3) SQ 6.5
Contact Captivation >27N SQ. 0.256 (65) M
Environmental Data
Temperature Range -65°C -125°C
Corrosion Resistance MIL-STD-202, Method 101, Condition B.
Moisture Resistance MIL-STD-202, Method 106
Thermal Shock MIL-STD-202, Method 107, Condition B
Vibration MIL-STD-202, Method 204, Condition D
Shock MIL-STD-202, Method 213, Condition |
Drawing not to scale. Dimensions for reference only Units: inches (mm)
DESCRIPTION

SMA Straight Female Jack PCBoard Edge Mount, Round Contact
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Component Material
Body Brass
Center Contact BeCu
Insulator PTFE

Plating
Gold
Gold




