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Impedance 50 Q
Frequency Range DC - 40 GHz. . (i
Voltage Arting 350 Veff Max w0 T
Insertion Loss 0.1 JF(GHz) dB Max 5
Dielectric Withstanding Voltage 500 Veff Min
Insulation Resistance 5,000 MQ T
VSWR 1.05+0.008xF(GHz) Max & ws@‘gﬁil
Y L 5 s
_f% 4, 05.84
Mechanical Data iy L N - oo
SMP MALE 1059 p e 208 |
Temperature Range: -65°C - 165 °C NTERFACE co e
Durability 1,000 Cycles Min 60
Center Contact Retention Axial Force--Mating ENGD: 6.68 Min 10-48U5N-2 . |
Axial Force-- Opposite ENGD : 6.68 Min R
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RECOMMENDED MOUNTING HOLE

Drawing not to scale. Dimensions for reference only Units: mm (inches)

:* Kon neCt R F ch 1 893319’) SMP Straight Male Plug (Catchers Mit) Receptacle, Extended Teflon

WWW.KONNECTRF.COM CAGE CODE SIGNATURE / / //
1-800-790-5887 664“0 X 70 T7 Component Material Plating/Finish
< % Body Stainless Steel Passivated
THIS DRAWING INCLUDI THE Center Contact BeCu Gold
DESIGNS IS THE PROPERTY OF Insulator PTFE

KONNECT RF AND IS NOT TO
BE USED FOR ANY PURPOSE
WITHOUT OUR APPROVAL.




