PART NUMBER

KCC197129

Electrical Data

REV. DATE COMMENTS INITIAL

RoHS Compliant

I3 Konnect RF T KeC197129,

Impedance 50Q
Frequency Range DC~18 GHz
VSWR: Dependent Upon Application
Working Voltage 335 VRMS MAX. At Sea Level
Dielectric Withstanding Voltage 1,000 VRMS Min At Sea Level e o =
Insulation 5,000 MQ MIN. ~ ooy ]
Contact Resistance Loen b0y T ooy
Center Contact - Initial 3.0 MQ Max. After 1 —
Environmental 4.0 MQ MAX. 1.0
Center Contact - Initial 2.0 MQ Max. After
| |
Mechanical Data %,7@,7 paocs  opmols | I <|= 7:1 @eoms
Durability 500 Cycles Min. | (Baoss |
Temperature Range: -55°C - 165 °C VHGUNSQA]
Engage/Disengage Torque 2 INCH-POUNDS MAX. 44
Mating Torque 7-10 INCH POUNDS e L |
2011/65/EU(RoHS) AND 2015/863/(RoHS): COMPLIANT ‘ 2-02.609:2
1907/2006/EC(REACH): COMPLIANT [0t DAT
Drawing not to scale. Dimensions for reference only Units: mm (Inches)
DESCRIPTION

SMA Straight Female Jack Receptacle, 2 Hole Flange Mount
Extended Teflon , Post Contact

WWW.KONNECTRF.COM CAGE CODE SIGNATURE / / //
1-800-790-5887 664“0 X V17 Component Material Plating
7 % Body Brass Gold
THIS DRAWING INCLUDI THE Center Contact BeCu Gold
Insulator PTFE
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