PART NUMBER REV. DATE

KCC197631

Electrical Data

COMMENTS INITIAL

RoHS Compliant

Impedance 50 Q

1/2-28UNEF
716-28UNEF-2A
v - o| =
/ 7 i ol &
T — Q
o7}
1 S| e tolg s=swEeT | +-—-—¢2|8
8 8 5 ® —t gl ®
16 HEX ‘ ‘
1 18,6
U 2 L w 20 ‘ 16.0
25 15 \-'\ :
| “175HEX
29.0 |
1, CRIMPDE FERRULE o
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HEX CRIMP SIZE .118"(3MM) OR SOLDER
3. MAX, PANEL THICKNESS=5MM RECOMMENDED
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Drawing not to scale. Dimensions for reference only Units: mm
PART NUMBER DESCRIPTION
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TNC Straight Female Jack with O-Ring, Bulkhead Rear Mount, Crimp

KCC197631

CAGE CODE
Cable Types: RG-213, LMR-400
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Component
Body & Nut
Center Contact
Braid Holder
Ferrule

O-Ring
Insulator
Washer

Material
Brass

Phos. Bronze
Brass

Brass

Rubber

PTFE
Stainless Steel

Plating
Nickel
Gold
Nickel
Gold
Orange
White
Nickel




