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SMA Straight Female Jack 4 Leg PC Board Receptacle,
 Bulkhead Mount, Surface Mount, DC-18 GHz,  IP67
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Component  Material  Plating
Body   Brass   Gold  
Center Contact  BeCu  Gold 
Insulator   PTFE
Washer    Stainless Steel  Gold
O-Ring    Silicone Rubber  

Electrical Data

Impedance        50 Ω
Frequency Range      DC - 18GHz.
Insertion Loss       0.05√dB
Dielectric Withstanding Voltage 1,000V min 
VSWR         1.15+0.02f(GHz)
Insulation Resistance     5,000MΩ min
Contact Resistance     < 3mΩ    
Working Voltage       335 VRMS max 
Dielectric Wihstanding Voltage  1,000V min
Water Proof Rating     IP67

        Panel 
Mounting Hole 

Hex  
0.315 (8.0)

0.933±0.008 (23.7±0.2)

0.488±0.002(12.4±0.05)
0.315±0.002

 (8±0.05)

0.236 (6)

0.110±0.002
 (2.8±0.05)

0.020±0.002
 (0.5±0.05)

Ø
 0

.0
50

±
0.

00
03

9
 (1

.2
7±

0.
01

)

S
Q

0.
20

0 
(5

.0
8)

SQ 0.200
(5.08)

Ø 0.100
(2.54)

Ø 0.312±0.002 (7.9±0.05)

4-Ø067
 (1.7)

Ø 0.063 (1.6)

PCB Mounting Hole 0.098±0.002
(2.5±0.05)SQ 0.240 (6.1) 

 0.039±0.002
(1±0.05)

 0.035±0.002
(0.9±0.05)

0.065±0.002
 (1.65±0.05)

0.004±0.002
 (0.1±0.05)


