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KLP177106

KLP177106
REV. INITIALREV. DATE COMMENTS

Lightning Protector, Gas Discharge Tube, SMA Female 
Jack to SMA Female Jack, Bulkhead

Component  Material  Plating
Body   Aluminum White Bronze 
Center Contact Male Brass  Silver
Center Contact Female Phos. Bronze Silver
Coupling Nut & Washer Brass  White Bronze
O-Ring   Silicone Rubber
Insulator   PTFE

Electrical Data

Impedance        50 Ω
Frequency Range      DC - 7 GHz.
Insertion Loss       <0.2 dB (DC-6.7 GHz)
           <0.3 dB (6.7-7 dB)
Maximum Surge Current   10kA Multiple (8x20µs wave-form)
Impulse Sparkover     700V (1kV/µs)
Turn on         180Vdc
Average Power      150 Watts
Protection Circuit      DC Pass
VSWR/Return Loss     <1.2/ <-20 dB (DC-6.7 GHz)
            <1.3/<-17 dB (6.7-7 GHz)Mechanical Data

Durability        500 Cycles Min.
Recommended Coupling   3-5 in-lbs
Temperature Range:     -40 °C - 85 °C
Weatherization       IEC 60068 40/085/21 & IP67

Standards

Thermal Shock        US MIL-STD 202, Meth. 107, Cond B
Vibration         US MIL-STD 202, Meth. 204, Cond B
Shock         US MIL-STD 202, Meth. 213, Cond I


