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KSW177426
REV. INITIALREV.

A  06/02/2022 Updated Dimensions & Added Schematics

B  06/22/2022 Updated VSWR Spec

DATE COMMENTS

Frequency 
Range 

Insertion 
Loss VSWR Isolation Power 

Handing 
DC-6GHZ <0.20dB <1.20Typical ;<1.25MAX. >70dB 30W 
6-12.4GHZ <0.30dB <1.25Typical ;<1.30MAX. >65dB 20W 

12.4-18GHZ <0.50dB <1.30Typical ;<1.35MAX. >60dB 15W 

Switch, SP8T Latching Type, DC24V, With Indicator, 2.92 Female,
DB25 male, (Need reset before set next RF channel)

Electrical Data

Impedance        50 Ω
Control Voltage/Current    DC12V/200mA
          RESET=N*200mA
           DC24V/100mA
          RESET=N*100mA
Switching Time      < 20 ms

Mechanical Data

Operating Life       > 1,000,000
Temperature Range:     -25 °C - 65 °C

DB25 male PIN SPEC.
Pin1---------SET1(-)
Pin2---------SET2(-)
Pin3---------SET3(-)
Pin4---------SET4(-)
Pin5---------SET5(-)
Pin6---------SET6(-)
Pin7---------SET7(-)
Pin8---------SET8(-)
Pin9---------RESET(-)

DB25 male PIN SPEC.
Pin10-------Indicator1
Pin11-------Indicator2
Pin12-------Indicator3
Pin13-------Indicator4
Pin14-------Indicator5
Pin15-------Indicator6
Pin16-------Indicator7
Pin17-------Indicator8
Pin18-------COM Indicator

Pin25-------PWR COM(+)


